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Galvanized Square Pipe

Conduit RYMCO, makes no warran�es expressed or implied including warranty of merchantability or fitness for a par�cular purpose. The specifica�ons, descrip�ons, informa�on and illustrated materials here in are submi�ed solely for evalua�on by 
others and since the use of its informa�on is not within it's control, Conduit RYMCO assumes no abliga�on or liability for such informa�on and does not guarantee result from the use of said products or the informa�on herein. Reference should be 
made to the original or primary source data along with standard accepted industry prac�ce. The material included here is from the date of publica�on and is subject to the possibility of change without prior no�ce. For cer�fica�on see contact 
informa�on.

Weights and Dimensions for Galvanized Square Pipe

 RYMCO's Galvanized Square Pipe is manufactured in accordance to the highest 
standards. It is used for commercial, mechanical, industrial and high security 
applications. It is protected in the inside with a zinc rich coating and in the outside 
with molten zinc and an organic clear coating that provides better resistance to 
extreme weather conditions and corrosion.

                       APPLICATIONS                                                  GENERAL FEATURES

     Bridget Fencing, Schools, Highways, Prisons, Military,                   Normal Length in 21 Feet Sizes
       Government Facilities, Oil Platforms, Border Fence,                          1 x 1, 1 ¼ x 1 ¼, 1 ½ x 1 ½
         High Security Fences, Airport, Sea Ports, Houses,                             2 x 2, 2 ¼ x 2 ¼, 2 ½ x 2 ½
                    Green houses and Chemical Plants.
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